
STAINLESS STEEL TOP
PAINTED FOR HIGH CORROSION
RESISTANCE

STAINLESS STEEL CONNECTOR
PAINTED FOR HIGH CORROSION
RESISTANCE

STAINLESS STEEL BASE
PAINTED FOR HIGH CORROSION
RESISTANCE

SURFACE

1 X 2W NEUTRAL WHITE LED, 4200K
(INCLUDED)

POLYCARBONATE SCREEN W/
DECORATIVE METHACRYLATE 
INNER CYLINDER

TOP VIEW

ISOMETRIC VIEW

FRONT VIEW

ZYL
GROUND SURFACE

5455 de Gaspé
suite 100, Montréal (Québec)
Canada H2T 3B3
P.: 514.523.1339   F.: 514.525.6107

AP - R0

SPECIFICATION SHEET

PROJECT NAME: 

LAMPING:
ZYL
GROUND SURFACE

LAST UPDATE : AUGUST 28, 2012

#I.BE04-13 
FINISH

TYPE: QTY:

1 X 2W NEUTRAL WHITE LED,  4200K

I.BZ97- GROUND FIXING SYSTEM  
  TO BE USED WITH 
  GRAVEL (H=15-3/4”(400mm))

I.9581  - WATERTIGHT 
   CONNECTOR KIT 

  

04 - BLACK

ACCESSORIES (TO BE ORDERED SEPARATELY)

13 - STAINLESS STEEL

METAL FINISH

53-3/16"
(1350mm)

Ø4-7/16"
(112mm)

Ø1-1/4"
(32mm)

ZYL is a minimalist clean shape outdoor luminaire for a LED 
system designed to illuminate residential areas that can be 
applied on picket, in floors and gardens,wall-mounted 
semi-recessed and suspended for ceilings and false ceilings. 

I.B915 - CONNECTOR 
    BLOCK  

04 - BLACK

I.5582  - BOX FOR 
   ELECTONIC
   POWER 
   SUPPLY
 

NOTE: USE SUITABLE REMOTE POWER SUPPLY

IP 66 IK 07

TRL-205 - ELECTRONIC POWER SUPPLY,
17W 24V DC, 120V
MAXIMUM 8 X ZYL WIRED IN PARALLEL 3-3/8"

1-7/16"

15/16”

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.
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