
Fixed
optic

Adjustable
optic

Wall Washer
optic

Reflex
Chip on Board (C.o.B.)

frame / minimal
page 90/96/100

ø 242

ø    212

ø 153

ø    125

ø 96

ø 75

Super Comfort

White reflector

White reflector

Super Comfort

White reflector

White reflector

White reflector

88 products.iguzzini.com/reflex_line

Reflex



Fixed
optic

Fixed
optic

Adjustable
optic

Wall Washer
optic

Reflex
frame / minimal 
page 108/110

Fixed
optic

UGR<19 UGR<19

UGR<19

General LightingGeneral Lighting

UGR<19

Double asymmetric

Reflex
LED Light Engine (L.L.E.)

frame 
page 104

Reflex
LED Light Engine (L.L.E.)

frame
page 104

89products.iguzzini.com/reflex_line

The dimensions ø  relate to the hole
recessed Frame versions.                 
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Reflex fixed
Chip on Board (C.o.B.)

products.iguzzini.com/reflex_line

Springs with lock/
unlock system

Features

Optics and lamps

F - Flood
a 28°

 C.o.B. 8,5 - 10 - 11 - 12W

15 - 17 - 21 - 23W

27 - 29 - 31 - 33W

38 - 41 - 43 - 57W

64 - 67WWF - Wide Flood  
a 44°-52°-64°

M - Medium
a 24°

•  Recessed installation in false 
ceilings with 12.5 mm thickness 
for Minimal versions (without 
perimeter rim) or from 1 to 25 mm 
thickness for Frame versions 
(with rim) using torsion springs.

•  Die-cast extruded aluminium 
body and heat sink.

•  Metallized thermoplastic reflector 
with anti-scratch protection 
treatment with high luminous 
efficiency and visual comfort.

•  UGR<19 versions suitable for use in 
environments with video terminals, 
UGR<10 Super Comfort versions.

•  General light versions available 
with white reflector.

•  Available with electronic  
and DALI control gear.

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP43 for visible body of fitting  

after installation (minimal versions).
•  IP54 for visible body of fitting after 

installation (frame versions).
Retention system

03 IP20/IP43/IP54



91

  

lumen
lm

LED QR CBC 51 TC-TEL HIT-TC-CE

1000 10W 50W 80% 18W 44% - -

3000 29W 3x50W 81% 42W 31% 35W 17%

5000 43W 5x50W 71% 2x32W 33% 70W 39%

•  LED C.o.B.
•  Colour stability 

Mac Adam <3 

• L ife
 50000 h L80 B10

•  Color temperature: 
 Neutral white 4000K 

Warm white 3000K  
 Warm white 2700K 

(3000K) LED energy saving compared with conventional lamps

 Energy saving

Super Comfort optic

We combined our knowledge
of optics with Arup’s innovative 
design skills to create a solution 
integrated into the surrounding 
architecture.
Reflex C.o.B. Super Comfort, with
UGR<10 and luminance <1,500 cd/m2 
at angles of <65°, is particularly
well suited for work environments,
ensuring maximum visual ergonomics.
Available in two sizes, with three
light distribution settings and high
luminous flux values in order to
allow for application in offices and
large spaces, such as airports and
stations, up to 15 m in height.

Version with white reflector

Reflex is available in frame application 
with white reflector.

Controlled luminance 
<1.500cd/m2.
a < 65°

UGR<10
Unified glare rating <10

Reflex fixed
Chip on Board (C.o.B.)

Opti Beam reflector

Set-back LED
To avoid direct vision
of the light source

Glare comfort
Cut Off

56°
White multi-groove

For best architectural
integration

products.iguzzini.com/reflex_line
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Reflex fixed
Chip on Board (C.o.B.)

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

8,5 W 1000 28° MV40 12

8,5 W 1000 52° MV41 12

4000K - CRI 80 - DALI

8,5 W 1000 28° MV42 12

8,5 W 1000 52° MV43 12

3000K - CRI 90 - DALI

10 W 1000 28° MV44 12

10 W 1000 52° MV45 12

2700K - CRI 90 - DALI

11 W 1000 28° MV46 12

11 W 1000 52° MV47 12

IP43
DALI versions occupy 1 address

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

8,5 W 1000 28° MV78 39

8,5 W 1000 52° MV79 39

4000K - CRI 80 - DALI

8,5 W 1000 28° MV80 39

8,5 W 1000 52° MV81 39

3000K - CRI 90 - DALI

10 W 1000 28° MV82 39

10 W 1000 52° MV83 39

2700K - CRI 90 - DALI

11 W 1000 28° MV84 39

11 W 1000 52° MV85 39

IP54
DALI versions occupy 1 address

  
new Frame installation - White reflector

Complete with power supply

4000K - CRI 80

8,5 W 1000 WF P586 01

4000K - CRI 80 - DALI

8,5 W 1000 WF P587 01

3000K - CRI 90 - DALI

10 W 1000 WF P588 01

2700K - CRI 90 - DALI

11 W 1000 WF P589 01

IP54
DALI versions occupy 1 address

ø 75

ø 82

ø 75

88

ø 82

ø 75

88

ø 69

ø 78

90

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

12 W 1600 24° MV48 12

12 W 1600 44° MV49 12

3000K - CRI 80

12 W 1500 24° MV50 12

12 W 1500 44° MV51 12

4000K - CRI 80 - DALI

12 W 1600 24° MV52 12

12 W 1600 44° MV53 12

3000K - CRI 80 - DALI

12 W 1500 24° MV54 12

12 W 1500 44° MV55 12

3000K - CRI 90 - DALI

15 W 1500 24° MV56 12

15 W 1500 44° MV57 12

IP43
DALI versions occupy 1 address

light source W lm optic code colour

  Frame installation

Complete with power supply

4000K - CRI 80

12 W 1600 24° MV86 39

12 W 1600 44° MV87 39

3000K - CRI 80

12 W 1500 24° MV88 39

12 W 1500 44° MV89 39

4000K - CRI 80 - DALI

12 W 1600 24° MV90 39

12 W 1600 44° MV91 39

3000K - CRI 80 - DALI

12 W 1500 24° MV92 39

12 W 1500 44° MV93 39

3000K - CRI 90 - DALI

15 W 1500 24° MV94 39

15 W 1500 44° MV95 39

IP54
DALI versions occupy 1 address

ø 96

ø 109

ø 96

95

ø 93

ø 104

97

12 
aluminium

01 
white

39 
white/aluminium

new 
Version with white reflector: available for order from second quarter
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Reflex fixed
Chip on Board (C.o.B.)

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

15 W 2000 24° MV58 12

15 W 2000 64° MV59 12

27 W 3000 24° N214 12

27 W 3000 64° N215 12

3000K - CRI 80

17 W 2000 24° MV60 12

17 W 2000 64° MV61 12

29 W 3000 24° N216 12

29 W 3000 64° N217 12

4000K - CRI 80 - DALI

15 W 2000 24° MV62 12

15 W 2000 64° MV63 12

27 W 3000 24° N218 12

27 W 3000 64° N219 12

3000K - CRI 80 - DALI

17 W 2000 24° MV64 12

17 W 2000 64° MV65 12

29 W 3000 24° N220 12

29 W 3000 64° N221 12

3000K - CRI 90 - DALI

21 W 2000 24° MV66 12

21 W 2000 64° MV67 12

29 W 2500 24° N222 12

29 W 2500 64° N223 12

IP43
DALI versions occupy 1 address

ø 125

ø 144

ø 125

10
7

ø 133

ø 123

11
1

light source W lm optic code colour

  Frame installation

Complete with power supply

4000K - CRI 80

15 W 2000 24° MV96 39

15 W 2000 64° MV97 39

27 W 3000 24° N229 39

27 W 3000 64° N230 39

3000K - CRI 80

17 W 2000 24° MV98 39

17 W 2000 64° MV99 39

29 W 3000 24° N231 39

29 W 3000 64° N232 39

4000K - CRI 80 - DALI

15 W 2000 24° N000 39

15 W 2000 64° N001 39

27 W 3000 24° N233 39

27 W 3000 64° N234 39

3000K - CRI 80 - DALI

17 W 2000 24° N002 39

17 W 2000 64° N003 39

29 W 3000 24° N235 39

29 W 3000 64° N236 39

3000K - CRI 90 - DALI

21 W 2000 24° N004 39

21 W 2000 64° N005 39

29 W 2500 24° N237 39

29 W 2500 64° N238 39

IP54
DALI versions occupy 1 address

12 
aluminium

01 
white

39 
white/aluminium

light source W lm optic code colour

  
new Frame installation - White reflector

Complete with power supply

4000K - CRI 80

12 W 1600 WF  P507 01

3000K - CRI 80

12 W 1500 WF  P508 01

4000K - CRI 80 - DALI

12 W 1600 WF  P509 01

3000K - CRI 90 - DALI

12 W 1500 WF  P510 01

IP54
DALI versions occupy 1 address

ø 96

ø 109

ø 96

95

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

new 
Version with white reflector: available for order from second quarter
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Reflex fixed
Chip on Board (C.o.B.)

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

ø 125

ø 153

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

27 W 3000 24° N006 39

27 W 3000 52° N007 39

3000K - CRI 80

29 W 3000 24° N008 39

29 W 3000 52° N009 39

4000K - CRI 80 - DALI

27 W 3000 24° N010 39

27 W 3000 52° N011 39

3000K - CRI 80 - DALI

29 W 3000 24° N012 39

29 W 3000 52° N013 39

3000K - CRI 90 - DALI

33 W 2800 24° N014 39

33 W 2800 52° N015 39

IP54
DALI versions occupy 1 address

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

27 W 3000 24° MV68 12

27 W 3000 52° MV69 12

3000K - CRI 80

29 W 3000 24° MV70 12

29 W 3000 52° MV71 12

4000K - CRI 80 - DALI

27 W 3000 24° MV72 12

27 W 3000 52° MV73 12

3000K - CRI 80 - DALI

29 W 3000 24° MV74 12

29 W 3000 52° MV75 12

3000K - CRI 90 - DALI

33 W 2800 24° MV76 12

33 W 2800 52° MV77 12

IP43
DALI versions occupy 1 address

ø 144

ø 125

10
7

ø 144

ø 125

10
7

ø 162

ø 153

12
2

12
4

ø 140

ø 152

light source W lm optic code colour

  
new Frame installation - Super Comfort - UGR<10

Complete with power supply

4000K - CRI 80 - DALI

23 W 3000 18° P523 39

23 W 3000 25° P524 39

23 W 3000 42° P525 39

3000K - CRI 90 - DALI

31 W 3000 18°  P526 39

31 W 3000 25°  P527 39

31 W 3000 42° P528 39

IP54
DALI versions occupy 1 address

light source W lm optic code colour

  
new Frame installation - White reflector

Complete with power supply

4000K - CRI 80

15 W 2000 WF  P511 01

27 W 3000 WF P512 01

3000K - CRI 80

15 W 2000 WF P513 01

27 W 3000 WF  P514 01

4000K - CRI 80 - DALI

15 W 2000 WF  P515 01

27 W 3000 WF P516 01

3000K - CRI 90 - DALI

15 W 2000 WF P517 01

27 W 3000 WF P518 01

IP54
DALI versions occupy 1 address

12 
aluminium

01 
white

39 
white/aluminium

new 
Super Comfort optic: available for order
Version with white reflector: available for order from second quarter
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Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

ø 242

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

64 W 8000 24° N017 39

64 W 8000 58° N018 39

3000K - CRI 80

67 W 8000 24° N019 39

67 W 8000 58° N020 39

4000K - CRI 80 - DALI

64 W 8000 24° N021 39

64 W 8000 58° N022 39

3000K - CRI 80 - DALI

67 W 8000 24° N023 39

67 W 8000 58° N024 39

IP23
DALI versions occupy 1 address

ø 263

ø 242

21
9

Reflex fixed
Chip on Board (C.o.B.)

ø 212

light source W lm optic code colour

  Frame installation

Complete with power supply

4000K - CRI 80

41 W 5000 26° N224 39

41 W 5000 56° MM97 39

3000K - CRI 80

43 W 5000 26° N225 39

43 W 5000 56° MM98 39

4000K - CRI 80 - DALI

41 W 5000 26° N226 39

41 W 5000 56° MM99 39

3000K - CRI 80 - DALI

43 W 5000 26° N227 39

43 W 5000 56° MN00 39

3000K - CRI 90 - DALI

54 W 5000 26° N228 39

54 W 5000 56° N016 39

IP54
DALI versions occupy 1 address

light source W lm optic code colour

  
new Frame installation - White reflector

Complete with power supply

4000K - CRI 80

38 W 5000 WF  P519 01

3000K - CRI 80

38 W 5000 WF  P520 01

4000K - CRI 80 - DALI

38 W 5000 WF  P521 01

3000K - CRI 90 - DALI

38 W 5000 WF P522 01

IP54
DALI versions occupy 1 address

  
new Frame installation - Super Comfort - UGR<10

Complete with power supply

4000K - CRI 80 - DALI

43 W 6000 18° P529 39

43 W 6000 30° P530 39

43 W 6000 48° P531 39

3000K - CRI 90 - DALI

57 W 6000 18° M636 39

57 W 6000 30° P532 39

57 W 6000 48° P533 39

IP54
DALI versions occupy 1 address

ø 226

ø 212

15
0

ø 226

ø 212

15
0

ø 226

ø 212

15
0

01 
white

39 
white/aluminium

new 
Super Comfort optic: available for order
Version with white reflector: available for order from second quarter
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•  Recessed installation in false 
ceilings with 12.5 mm thickness 
for Minimal versions (without 
perimeter rim) or from 1 to 25 mm 
thickness for Frame versions 
(with rim) using torsion springs.

•  Die-cast aluminium body  
and heat sink.

•  Metallized thermoplastic reflector with 
anti-scratch protection treatment.

•  Available with electronic 
 and DALI control gear.
•  The minimum sizes of the 

installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP43 for visible body of fitting 

after installation.

Features

  

lumen
lm

LED QR CBC 51 TC-TEL HIT-TC-CE

2000 17W 2x50W 83% 26W 35% - -

3000 29W 3x50W 81% 42W 31% 35W 17%

5000 43W 5x50W 71% 2x32W 33% 50W 14%

•  LED C.o.B.

•  Colour stability 
Mac Adam <3 

• L ife
 50000 h L80 B10

•  Color temperature:
 Neutral white 4000K 

Warm white 3000K  

(3000K) LED energy saving compared with conventional lamps

Reflex Wall Washer
Chip on Board (C.o.B.)

Optics and lamps

 C.o.B. 12 - 15 - 17 - 21W

27 - 29 - 33 - 41W

43 - 54W

Downlight Wall Washer iGuzzini:
uniform wall lighting

Retention system Springs with lock/
unlock system

products.iguzzini.com/reflex_line

 Energy saving

03 IP20/IP43
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Reflex Wall Washer
Chip on Board (C.o.B.)

Correct installation

Please refer to the instructions sheet
for the best layout of the fixtures
in order to guarantee uniform
wall lighting.

12 
aluminium

39 
white/aluminium

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

ø 96

ø 125

light source W lm code colour

Frame installation

Complete with power supply

4000K - CRI 80

12 W 1600 N121 39

3000K - CRI 80

12 W 1500 N122 39

4000K - CRI 80 - DALI

12 W 1600 N123 39

3000K - CRI 80 - DALI

12 W 1500 N124 39

3000K - CRI 90 - DALI

15 W 1500 N125 39

DALI versions occupy 1 address

light source W lm code colour

Frame installation

Complete with power supply

4000K - CRI 80

15 W 2000 N126 39

27 W 3000 N244 39

3000K - CRI 80

17 W 2000 N127 39

29 W 3000 N245 39

4000K - CRI 80 - DALI

15 W 2000 N128 39

27 W 3000 N246 39

3000K - CRI 80 - DALI

17 W 2000 N129 39

29 W 3000 N247 39

3000K - CRI 90 - DALI

21 W 2000 N130 39

29 W 2500 N248 39

DALI versions occupy 1 address

light source W lm code colour

Minimal installation

Complete with power supply

4000K - CRI 80

15 W 2000 N111 12

27 W 3000 N239 12

3000K - CRI 80

17 W 2000 N112 12

29 W 3000 N240 12

4000K - CRI 80 - DALI

15 W 2000 N113 12

27 W 3000 N241 12

3000K - CRI 80 - DALI

17 W 2000 N114 12

29 W 3000 N242 12

3000K - CRI 90 - DALI

21 W 2000 N115 12

29 W 2500 N243 12

DALI versions occupy 1 address

ø 109

ø 96

95

ø 144

ø 125

10
7

ø 133

ø 123

11
1

L X/2 X
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Reflex Wall Washer
Chip on Board (C.o.B.)

12 
aluminium

39 
white/aluminium

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

ø 153

ø 212

light source W lm code colour

Frame installation

Complete with power supply

4000K - CRI 80

27 W 3000 N131 39

3000K - CRI 80

29 W 3000 N132 39

4000K - CRI 80 - DALI

27 W 3000 N133 39

3000K - CRI 80 - DALI

29 W 3000 N134 39

3000K - CRI 90 - DALI

33 W 2800 N135 39

DALI versions occupy 1 address

light source W lm code colour

Minimal installation

Complete with power supply

4000K - CRI 80

27 W 3000 N116 12

3000K - CRI 80

29 W 3000 N117 12

4000K - CRI 80 - DALI

27 W 3000 N118 12

3000K - CRI 80 - DALI

29 W 3000 N119 12

3000K - CRI 90 - DALI

33 W 2800 N120 12

DALI versions occupy 1 address

light source W lm code colour

Frame installation

Complete with power supply

4000K - CRI 80

41 W 5000 MN01 39

3000K - CRI 80

43 W 5000 MN02 39

4000K - CRI 80 - DALI

41 W 5000 MN03 39

3000K - CRI 80 - DALI

43 W 5000 MN04 39

3000K - CRI 90 - DALI

54 W 5000 N136 39

DALI versions occupy 1 address

ø 162

ø 153

12
2

12
4

ø 140

ø 152

ø 226

ø 212

15
0

Banque Crédit Agricole Atlantique Vendée 
Nantes, France

Architectural project: AIA Architectes
Lighting project: AIA Ingénierie

Photo: Guillaume Satre
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•  Recessed installation in false 
ceilings with 12.5 mm thickness 
for Minimal versions (without 
perimeter rim) or from 1 to 25 mm 
thickness for Frame versions 
(with rim) using torsion springs.

•  Extruded aluminium body 
and heat sink.

•  Mirror aluminium ultrapure reflectors.
•  Adjustability on horizontal plane by 

+/- 30° and on vertical axis by 358°.

•  Available with electronic 
and DALI control gear.

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP23 for visible body of fitting 

after installation.

Features

Reflex adjustable
Chip on Board (C.o.B.)

Optics and lamps

F - Flood
a 30°-32°-35°

 C.o.B. 8,4 - 10 - 14 - 15W

17 - 21 - 27 - 29W

33 - 40 - 41 - 48W

M - Medium
a 18°-24°-25°

products.iguzzini.com/reflex_line

  

lumen
lm

LED QR CBC 51 TC-TEL HIT-TC-CE

1000 10W 50W 80% 18W 44% - -

3000 29W 3x50W 81% 42W 31% 35W 17%

4800 40W 5x50W 73% 2x32W 38% 50W 20%

•  LED C.o.B.

•  Colour stability 
Mac Adam <3 

• L ife
 50000 h L80 B10

•  Color temperature:
 Neutral white 4000K 

Warm white 3000K  
 Warm white 2700K 

(3000K) LED energy saving compared with conventional lamps

 Energy saving

Mechanical aiming 
lock on vertical axis 
and horizontal plane

Reflex adjustable
Chip on Board (C.o.B.)

S - Spot
a 14°-15°

03 IP20/IP23
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Reflex adjustable
Chip on Board (C.o.B.)

12 
aluminium

39 
white/aluminium

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

8,4 W 1000 18° N025 12

8,4 W 1000 30° N026 12

4000K - CRI 80 - DALI

8,4 W 1000 18° N027 12

8,4 W 1000 30° N028 12

3000K - CRI 90 - DALI

10 W 1000 18° N029 12

10 W 1000 30° N030 12

2700K - CRI 90 - DALI

10 W 900 18° N031 12

10 W 900 30° N032 12

DALI versions occupy 1 address

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

8,4 W 1000 18° N063 39

8,4 W 1000 30° N064 39

4000K - CRI 80 - DALI

8,4 W 1000 18° N065 39

8,4 W 1000 30° N066 39

3000K - CRI 90 - DALI

10 W 1000 18° N067 39

10 W 1000 30° N068 39

2700K - CRI 90 - DALI

10 W 900 18° N069 39

10 W 900 30° N070 39

DALI versions occupy 1 address

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

14 W 1600 25° N033 12

14 W 1600 35° N034 12

3000K - CRI 80

14 W 1500 25° N035 12

14 W 1500 35° N036 12

4000K - CRI 80 - DALI

14 W 1600 25° N037 12

14 W 1600 35° N038 12

3000K - CRI 80 - DALI

14 W 1500 25° N039 12

14 W 1500 35° N040 12

3000K - CRI 90 - DALI

14 W 1300 25° N041 12

14 W 1300 35° N042 12

DALI versions occupy 1 address

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

14 W 1600 25° N071 39

14 W 1600 35° N072 39

3000K - CRI 80

14 W 1500 25° N073 39

14 W 1500 35° N074 39

4000K - CRI 80 - DALI

14 W 1600 25° N075 39

14 W 1600 35° N076 39

3000K - CRI 80 - DALI

14 W 1500 25° N077 39

14 W 1500 35° N078 39

3000K - CRI 90 - DALI

14 W 1300 25° N079 39

14 W 1300 35° N080 39

DALI versions occupy 1 address

ø 69

ø 78

12
6

ø 82

ø 75

12
4

ø 93

ø 104

13
4

ø 109

ø 96

13
2

ø 75

ø 96
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Reflex adjustable
Chip on Board (C.o.B.)

12 
aluminium

39 
white/aluminium

ø 125

ø 153

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

15 W 2000 20°/22° N043 12

15 W 2000 32°/40° N044 12

3000K - CRI 80

17 W 2000 20°/22° N045 12

17 W 2000 32°/40° N046 12

4000K - CRI 80 - DALI 

15 W 2000 20°/22° N047 12

15 W 2000 32°/40° N048 12

3000K - CRI 80 - DALI

17 W 2000 20°/22° N049 12

17 W 2000 32°/40° N050 12

3000K - CRI 90 - DALI

21 W 2000 20°/22° N051 12

21 W 2000 32°/40° N052 12

DALI versions occupy 1 address

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

15 W 2000 20°/22° N081 39

15 W 2000 32°/40° N082 39

3000K - CRI 80

17 W 2000 20°/22° N083 39

17 W 2000 32°/40° N084 39

4000K - CRI 80 - DALI 

15 W 2000 20°/22° N085 39

15 W 2000 32°/40° N086 39

3000K - CRI 80 - DALI

17 W 2000 20°/22° N087 39

17 W 2000 32°/40° N088 39

3000K - CRI 90 - DALI

21 W 2000 20°/22° N089 39

21 W 2000 32°/40° N090 39

DALI versions occupy 1 address

light source W lm optic code colour

Minimal installation

Complete with power supply

4000K - CRI 80

27 W 3000 14° N053 12

27 W 3000 24° N054 12

3000K - CRI 80

29 W 3000 14° N055 12

29 W 3000 24° N056 12

4000K - CRI 80 - DALI 

27 W 3000 14° N057 12

27 W 3000 24° N058 12

3000K - CRI 80 - DALI

29 W 3000 14° N059 12

29 W 3000 24° N060 12

3000K - CRI 90 - DALI

33 W 2700 14° N061 12

33 W 2700 24° N062 12

DALI versions occupy 1 address

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

27 W 3000 14° N091 39

27 W 3000 24° N092 39

3000K - CRI 80

29 W 3000 14° N093 39

29 W 3000 24° N094 39

4000K - CRI 80 - DALI 

27 W 3000 14° N095 39

27 W 3000 24° N096 39

3000K - CRI 80 - DALI

29 W 3000 14° N097 39

29 W 3000 24° N098 39

3000K - CRI 90 - DALI
33 W 2700 14° N099 39

33 W 2700 24° N100 39

DALI versions occupy 1 address

ø 133

ø 123

13
9

ø 144

ø 125

13
7

21
3

ø 140

ø 152

ø 162

ø 153

21
0

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.
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Reflex adjustable
Chip on Board (C.o.B.)

12 
aluminium

39 
white/aluminium

ø 212

light source W lm optic code colour

Frame installation

Complete with power supply

4000K - CRI 80

40 W 5000 18° N101 39

40 W 5000 32° N102 39

3000K - CRI 80

40 W 4800 18° N103 39

40 W 4800 32° N104 39

4000K - CRI 80 - DALI 

40 W 5000 18° N105 39

40 W 5000 32° N106 39

3000K - CRI 80 - DALI

40 W 4800 18° N107 39

40 W 4800 32° N108 39

3000K - CRI 90 - DALI
48 W 4600 18° N109 39

48 W 4600 32° N110 39

DALI versions occupy 1 address

ø 226

ø 212

25
2

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.
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•  Recessed installation in false 
ceilings with 1 to 25 mm thickness 
using torsion springs.

•  Die-cast aluminium body  
and heat sink.

•  Aluminium vacuum-metallised 
reflector with scratch-resistant 
cover, with high luminous 
efficiency and visual comfort.

•  Versions suitable for use 
in environments with  
video terminals UGR<19.

•  Available with electronic  
and DALI control gear and 
emergency with inverter.

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

• IP20
•  IP23 for visible body of fitting  

after installation.

Reflector retention
system

Perimetral side

General lighting Luminance control 
UGR<19

Double asymmetric

Springs with lock/
unlock system

Features

lumen
lm

LED QR CBC 51 TC-TEL HIT-TC-CE

1100 8,5W 50W 83% 18W 53% - -

3000 27W 3x50W 82% 42W 36% 35W 23%

5000 43W 5x50W 71% 2x32W 33% 50W 14%

• L.L.E.

•  Colour stability 
Mac Adam <3 

• L ife
 50000 h L80 B10

•  Color temperature:
 Neutral white 4000K 

Warm white 3000K  

(3000K) LED energy saving compared with conventional lamps

products.iguzzini.com/reflex_line

Optics and lamps

 L.L.E. 8,5 - 16 - 17 - 18W

19 - 21 - 22 - 23W

24 - 25 - 27 - 32W

40 - 43W

 Energy saving

Reflex fixed
LED Light Engine (L.L.E)

03 IP20/IP23
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Reflex fixed
LED Light Engine (L.L.E)

39 
white/aluminium

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

ø 125

ø 212

10
7

144

125x125

14
2

226

212x212

light source W lm code colour

Frame installation - UGR<19

Complete with power supply

4000K - CRI 80

8,5 W 1150 MC00 39

16 W 2000 MU26 39

3000K - CRI 80

8,5 W 1100 MC01 39

18 W 2000 MU27 39

4000K - CRI 80 - DALI

8,5 W 1150 MC02 39

16 W 2000 MU28 39

3000K - CRI 80 - DALI

8,5 W 1100 MC03 39

18 W 2000 MU29 39

3000K - CRI 90 - DALI

23 W 2000 MU30 39

IP54
DALI versions occupy 1 address

light source W lm code colour

Frame installation - UGR<19

Complete with power supply

4000K - CRI 80

17 W 2000 MC27 39

25 W 3000 MC29 39

3000K - CRI 80

18 W 2000 MC28 39

27 W 3000 MC30 39

4000K - CRI 80 - DALI

17 W 2000 MC31 39

25 W 3000 MC33 39

3000K - CRI 80 - DALI

18 W 2000 MC32 39

27 W 3000 MC34 39

4000K - CRI 80 with inverter

17 W 2000 * MC35 39

3000K - CRI 80 with inverter 

18 W 2000 * MC36 39

* IP20

DALI versions occupy 1 address

1
0

0

ø 226

ø 212

light source W lm code colour

Frame installation - UGR<19

Complete with power supply

4000K - CRI 80

17 W 2000 MB74 39

25 W 3000 MB76 39

3000K - CRI 80

18 W 2000 MB75 39

27 W 3000 MB77 39

4000K - CRI 80 - DALI

17 W 2000 MB78 39

25 W 3000 MB80 39

3000K - CRI 80 - DALI

18 W 2000 MB79 39

27 W 3000 MB81 39

DALI versions occupy 1 address
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Reflex fixed
LED Light Engine (L.L.E)

39 
white/aluminium

Technical data may change with technological evolution.
For updated data please refer to our on-line catalogue.

1
0

0

ø 226

ø 212

1
0

0

ø 226

ø 212

10
0

226

212x212

10
0

226

212x212

ø 212

light source W lm code colour

Frame installation - General lighting

Complete with power supply

4000K - CRI 80

17 W 2000 MB52 39

25 W 3000 MB54 39

40 W 5000 ** MC04 39

3000K - CRI 80

18 W 2000 MB53 39

27 W 3000 MB55 39

43 W 5000 ** MC17 39

4000K - CRI 80 - DALI

17 W 2000 MB56 39

25 W 3000 MB58 39

40 W 5000 ** MC18 39

3000K - CRI 80 - DALI

18 W 2000 * MB57 39

27 W 3000 * MB59 39

43 W 5000 ** MC60 39

3000K - CRI 90 - DALI

21 W 2000 MC39 39

32 W 3000 MC40 39

4000K - CRI 80 with inverter

17 W 2000 * MB60 39

3000K - CRI 80 with inverter

18 W 2000 * MB61 39

* IP20
** IP54

DALI versions occupy 1 address

light source W lm code colour

Frame installation - UGR<19

Complete with power supply

4000K - CRI 80

17 W 2000 MC19 39

22 W 2700 MC21 39

3000K - CRI 80

18 W 2000 MC20 39

24 W 2700 MC22 39

4000K - CRI 80 - DALI

17 W 2000 MC23 39

22 W 2700 MC25 39

3000K - CRI 80 - DALI

18 W 2000 MC24 39

24 W 2700 MC26 39

DALI versions occupy 1 address

Frame installation - General lighting

Complete with power supply

4000K - CRI 80

17 W 2000 MC05 39

25 W 3000 MC07 39

3000K - CRI 80

18 W 2000 MC06 39

27 W 3000 MC08 39

4000K - CRI 80 - DALI

17 W 2000 MC09 39

25 W 3000 MC11 39

3000K - CRI 80 - DALI

18 W 2000 MC10 39

27 W 3000 MC12 39

3000K - CRI 90 - DALI

21 W 2000 MC47 39

32 W 3000 MC48 39

4000K - CRI 80 with inverter

17 W 2000 * MC13 39

3000K - CRI 80 with inverter 

18 W 2000 * MC14 39

* IP20

DALI versions occupy 1 address

Frame installation - Double asymmetric

Complete with power supply

4000K - CRI 80

17 W 2000 MB66 39

25 W 3000 MB68 39

3000K - CRI 80

18 W 2000 MB67 39

27 W 3000 MB69 39

4000K - CRI 80 - DALI

17 W 2000 MB70 39

25 W 3000 MB72 39

3000K - CRI 80 - DALI

18 W 2000 MB71 39

27 W 3000 MB73 39

DALI versions occupy 1 address
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Reflex fixed
LED Light Engine (L.L.E)

code colour code colour

IP54 protection screen --- --- MWR0 24

Diffusing perimetral side --- --- MWR1 A5
for MB52-MB53-MB54-MB55
MB56-MB57-MB58-MB59

Diffusing perimetral
side with IP54
protection screen

--- --- MWR2 A5
for MB52-MB53-MB54-MB55
MB56-MB57-MB58-MB59
MC17-MC18-MC60

Customisation rim MWP4 15 MWP5 15

Reinforcement plate
for false ceilings

--- --- 6024 00

Casing for
concrete ceilings

--- --- 6029 00
except for inverter versions

212125accessories

code colour code colour

Customisation rim MWQ8 15 MWQ9 15

IP54 protection screen --- --- MWR0 24

Reinforcement plate
for false ceilings

--- --- 6025 00

Casing for
concrete ceilings

--- --- 6031 00
except for inverter versions

accessories 125x125 212x212
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Reflex fixed

•  Recessed installation in false
 ceilings with 1 to 25 mm thickness 

using torsion springs.
•  Die-cast aluminium body  

and heat sink.
•  Mirror aluminium ultrapure 

reflectors.
•  Professional optics with controlled 

luminance UGR<19.
•  Available with electronic control gear.

Optics and lamps

•  Borosilicate glass protective 
capsule for discharge lamps  
without reflector.

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP23 for visible body of fitting 

after installation.

F - Flood
a 34°-78°

S - Spot
QR CBC 51

M - Medium
QR CBC 51

Protective capsule
IP43 for discharge
versions

Features

WF - Wide Flood  
a 46°-48°-78°

products.iguzzini.com/reflex_line

QR-CBC 51 50W

HIT-CE 20 - 35W

HIT-TC-CE 35 - 70W

03
IP20/IP23
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Reflex fixed

39 
white/aluminium

ø 96 ø 125

light source W optic code colour

Frame installation

QR CBC 51
(GU5,3)

50 W 12 V M376 39

Class of Insulation III

HIT-CE
(PGJ5)

Complete with electronic control gear

20 W 46° M377 39

35 W 48° M378 39

IP43
109

11
5

ø 96

light source W h optic code colour

Frame installation

QR CBC 51
(GU5,3)

50 W 12 V 129 M382 39

Class of Insulation III

HIT-TC-CE
(G8,5)

Complete with electronic control gear

35 W 129 78° M383 39

70 W 129 78° M384 39

35 W 170 34° M385 39

70 W 170 34° M386 39

IP43

134

h

ø 125

code colour

Electronic
control gear
for 2x35 W  HIT
Kg. 0,365 - Dim. 175x79,5x32h

4437 00

Electronic
control gear
for 35 W  HIT
Kg. 0,320 - Dim. 225x60x37h

4466 00

for 70 W  HIT
Kg. 0,350 - Dim. 185x90x37h

4467 00

components

code colour

Electronic safety transformer

10-60 W 230/12 V  St 5581 00
35-105 W 230/12 V  St 5583 00

Electronic safety transformer

50-200 W 230/12 V  St 5586 00
20-60 W 230/12 V  St 5584 00
50-105 W 230/12 V  St 5585 00
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Reflex adjustable 

•  Recessed installation in false 
ceilings with 12.5 mm thickness 
for Minimal versions (without 
perimeter rim) or from 1 to 25 mm 
thickness for Frame versions 
(with rim) using torsion springs

•  Die-cast aluminium body  
and heat sink.

•  Mirror aluminium ultrapure reflectors.
•  Adjustability on horizontal plane  

by +/- 30° and on vertical axis  
by 358°.

Optics and lamps

•  Available with electronic control gear.
•  Borosilicate glass protective 

capsule for discharge lamps  
without reflector.

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP23 for visible body of fitting  

after installation.

Installation
of accessories
without tools

Easy installation
and maintenance

E - Elliptical*

* Elliptical optic is obtained by installing the respective accessory.

Features 03
IP20/IP23

F - FloodS - Spot M - Medium WF - Wide Flood  

products.iguzzini.com/reflex_line

QR-CBC 51 50W
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Reflex adjustable

12 
aluminium

39 
white/aluminium

ø 75

ø 96 ø 125

light source W code colour

Minimal installation

QR CBC 51
(GU5,3)

50 W 12 V M396 12

Class of Insulation III

light source W code colour

Frame installation

QR CBC 51
(GU5,3)

50 W 12 V M416 39

Class of Insulation III

69

14
1

ø 78

82

13
9

ø 75

light source W h code colour

Frame installation

QR CBC 51
(GU5,3)

50 W 12 V 116 M421 39

Class of Insulation III

ø 96

109

h

light source W h code colour

Frame installation

QR CBC 51
(GU5,3)

50 W 12 V 139 M425 39

Class of Insulation III

ø 125

134

h

code colour

Electronic safety
transformer
10-60 W 230/12 V  St 5581 00
35-105 W 230/12 V  St 5583 00

Electronic safety
transformer
50-200 W 230/12 V  St 5586 00
20-60 W 230/12 V  St 5584 00
50-105 W 230/12 V  St 5585 00

components

code colour code colour code colour

Refractor for elliptical
distribution

MW73 24 1111 24 1111 24
for M421 for M425

Coloured filters MW74 05-06-09 1106 05-06-09 1106 05-06-09
for M421 for M425

Lower reflector
to avoid reflection

MWF6 04 --- --- --- ---

IR filter MW75 24 --- --- --- ---

UV filter MW76 24 --- --- --- ---

96 12578
75accessories
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Reflex Wall Washer

Features

•  Recessed installation in false 
ceilings with 1 to 25 mm thickness  
using torsion springs.

•  Die-cast aluminium body
 and heat sink.
•  Mirror aluminium ultrapure reflectors.
•  Available with electronic control gear.

Optics and lamps

•  The minimum sizes of the 
installation compartment are 
displayed in the instructions sheet 
available on the online catalogue.

•  IP20
•  IP23 for visible body of fitting  

after installation.

WW - Wall Washer

The optical system (patented)
of the luminaire delivers uniform
lighting of vertical surfaces without
shadow areas in wall/ceiling corners.

QT 12 ES 75W

HIT-TC-CE 35 - 70W

Correct installation

The drawing shows the correct
installation distances for
uniform lighting on the wall.

products.iguzzini.com/reflex_line

1 m 0,5 m 1 m

03
IP20/IP23
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Reflex Wall Washer

39 
white/aluminium

ø 125

light source W code colour

Frame installation

QT 12 ES
(GY6,35)

75 W max 12 V M543 39

Class of Insulation III

HIT-TC-CE
(G8,5)

Complete with electronic control gear

35 W M544 39

70 W M545 39

134

15
9

ø 125

code colour

Electronic
control gear
for 2x35 W  HIT
Kg. 0,365 - Dim. 175x79,5x32h

4437 00

Electronic
control gear
for 35 W  HIT
Kg. 0,320 - Dim. 225x60x37h

4466 00

for 70 W  HIT
Kg. 0,350 - Dim. 185x90x37h

4467 00

components

code colour

Electronic
safety transformer
10-60 W 230/12 V  St 5581 00
35-105 W 230/12 V  St 5583 00

Electronic
safety transformer
50-200 W 230/12 V  St 5586 00
20-60 W 230/12 V  St 5584 00
50-105 W 230/12 V  St 5585 00


