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ACCESSORIES (10 BE ORDERED SEPARATELY)

Available only for trim mounting.

Anti-glare screen
D I.MXP7-02 - For laser blade 05

[ ] 1.LMXP8-02 - For laser blade 10 @

[ ] 1.MXP9-02 - For laser blade 15

ORDERING INFO

ILB - - - - - - - Bl-LB -
FIXTURE HOUSING RESET INFO

MODEL

D 05 - Five D 10 - Ten D 15 - Fifteen

MOUNTING

[ ] TR -Trim [ ] TL - Trimless

INSTALLATION TYPE

[ ] IC -insulated ceiling [ ] CP - Chicago plenum

LED

[ ] 027 - 2700K, 95CRI [ ] 030 - 3000K, 95CRI [ ] 035 - 3500K, 95CRI [ ] 040 - 4000K, 95CRI [ ] 930 - 3000K, 90CRI
OPTIC

D WW - Wall washer D WL - Wall washer LGC (longitudinal glare control)

VOLTAGE

[ ] 120 -120v [ ] UNV - 120-277v

FINISH (trim finish / baffle finish)

White trim Gray trim Black trim Trimless
[E==1| Black baffle [ ] 01 - White/Black [ "] 10 - Gray/Black [ ] 02 - Black/Black [] 02 - Black
DIMMING*
D D10 - 0-10v™ D LTE - Leading and trailing edge

(120V only)

™ Available with 120-277V (UNV) voltage.
*15% dimming options: For 0-10V and leading and trailing edge (D10 and LTE), the dimming levels will vary depending on the dimmer used and the number of luminaires on the line.

JP - R22 Last update: August 28, 2020 Due to continuous improvements, the information herein may be changed without notice
iGuzini 9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7, P.: 514.523.1339 F.: 514.525.6107 www.iguzzini.com/us

NORTH AMERICA



	TYPE: 
	PROJECT NAME: 
	LED: 
	VOLTAGE: 
	FINISH: 
	DIMMING: 
	RESET: 
	MODEL: 
	MOUNTING: 
	INSTALLATION: 
	voltage: Off
	model: Off
	mounting: Off
	installation: Off
	led: Off
	finish: Off
	dimming: Off
	optic: Off
	OPTIC: 
	acc: Off


